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G LOCK SEAL Data Sheet 
Acme Reg No: 1202003 

Technical Data  
 

Recommended Applications 

Garment bags, Warehouses 

 

Material  

Acetyl 

 

Available Operating Length 

8.1cm (overall 10.65cm; circumference 2.6cm) 

 

Strap Width  

6mm 

 

Average Breaking Strength 

50kg 

 

Marking 

Laser or Foil marking 

Optional Customer name/logo 

Optional Laser Barcoding 

 

Colours 

Foil marked: red, blue, green, yellow, orange, black, white. 

Laser or Foil marked: pastel shades of pink, blue, green, 

yellow, peach, also black and white. 

Other colours may be available on request.  

 

Packaging  

Standard Packaging : 10 per mat and 1,600 seals/carton 

Carton Dimensions :  33cm x 25.4cm x 25.6cm 

Carton weight :  6.0kg/carton 

                                       

 

 
  

 

The Acme G Lock Seal offers a cost effective solution for the sealing of garment bags in transit or storage. It is 

manufactured in Acetyl material and can be supplied plain or sequentially numbered. The seal can be supplied with a 

different coloured cap for easy identification, with or without a company logo. The design incorporates a grooved break-off 

point for easy removal. 

 

 

LOGO
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26mm

SEAL IN LOCKED POSITION
7.95mm
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